
Schlüter®-DITRA-HEAT-E
Electrical surface heating for tiles and natural stone

System components for floor and wall



Schlüter®-DITRA-HEAT-E
Schlüter®-DITRA-HEAT-E is designed for installation in floors and walls, where it ensures targeted surface heating. Schlüter®-DITRA-
HEAT-E offers additional features that are indispensable for high-quality ceramic tile and natural stone coverings. Thus, the floor is protected 
against permeating moisture, cracks from the substrate are not transferred to the covering, and the direct load transfer, along with the neu-
tralising uncoupling, guarantees the long life expectancy of floor and wall coverings.

For floors and walls

33Creates cozy warmth in a short time

33Heating zones can be  
configured individually

33Low assembly height is ideally suited  
for renovation projects 

33Uncoupling with proven  
Schlüter®-DITRA technology

33Suitable for installation  
over problematic substrates

33Certified system components

33Suitable as full-scale heating system 

Due to their ability to retain and evenly dissipate heat, ceramic tiles and natural stone are not only ideally suited for floor heating, but also for 
use in walls. We therefore have expanded the application options for the innovative Schlüter®-DITRA-HEAT-E system, to create heated wall 
coverings. We therefore have consistently optimised the innovative Schlüter® DITRA-HEAT-E system for heating applications in comfort zones 
located in floors and walls.

Convincing benefits include:

Thanks to the innovative fleece layer integrated into our 

new product variant, heat reaches the surface with great-

er speed and focus, which translates into an even quick-

er heat-up response without increasing the energy input. 

More information can be found from page 14.

Now with even faster heat-up 
response: the practical new 
Schlüter®-DITRA-HEAT-E-DUO  
complete sets
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Applications in floors: Applications in walls:

In addition to floor and wall heating functions, 
Schlüter®-DITRA-HEAT-E has numerous oth-
er advantages and benefits that are indispen-
sable for high-quality tile and stone coverings. 
Thus, the floor is protected against permeating 
moisture, cracks from the substrate are not 
transferred to the covering, and the direct load 
transfer, along with the neutralising uncoupling, 
guarantees the long life expectancy of floor and 
wall coverings.

See Product Data Sheet 6.4 for load transfer performance indicators

3y Heating tiled floors in living rooms and bathrooms to  
supplement full-scale heating systems (barefoot zones)
3y Buildings with very low heating energy needs  
(e.g. passive energy homes) as a backup
3y Temporary heating of buildings that are only occupied  
occasionally, e.g. weekend homes
3y Suitable as a full-scale heating system in conjunction  
with a matching thermostat

3y Targeted heating of wall zones, for example for  
drying towels
3y Preventive heating of exterior walls from the inside to  
prevent mould growth, for example in shower areas
3y Creating comfort zones in relaxation areas, eating spaces, 
at desks or around seating arrangements
3y Suitable as a full-scale heating system in conjunction  
with a matching thermostat 

Schlüter®-DITRA-HEAT-E

Waterproofing protects
Moisture sensitive substrates

Bridging cracks

Fast heat-up response

Direct load transfer
to the substrate

Easy Installation 
of Heating Cables

Uncoupling neutralises

Deformation
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Electrical underfloor heating
Schlüter®-DITRA-HEAT-E is a system for electrical floor heating heating that creates comfortably warm floors. The heating cables of 
Schlüter®-DITRA-HEAT-E are installed in the uncoupling mat for the targeted heating of the corresponding floor areas. With the flexible con-
trol of temperatures and heating times provided by the Schlüter floor thermostat, you can use Schlüter®-DITRA-HEAT-E to create warm tiles 
whenever and wherever you choose. In some cases, the system can also be used as a full-scale primary heating system.

In contrast to conventional systems using pre-adhered heating mats, Schlüter®-DITRA-HEAT-E 
heating cables are installed within an uncoupling mat. This offers optimal freedom for defining 
the of the areas to be heated. Due to the crack-bridging properties of Schlüter®-DITRA-HEAT, 
the system is suitable for installation over critical substrates such as timber substrates, green 
screeds etc. without any risk of damage to the tile or stone covering. Naturally, the use of the 
proven Schlüter®-DITRA technology also prevents damage to the covering from temperature 
fluctuations.

Because of its extremely low assembly height (uncoupling mat incl. heating cable from 
5.5 mm), Schlüter®-DITRA-HEAT-E can be easily retrofitted. It is also ideally suited for resto-
ration and renovation projects. As a further benefit, the heating cables are directly embedded 
in the uncoupling mat with tile adhesive and are located directly underneath the tile or stone 
covering for even and efficient heat delivery.

Electrical floor heating is a cost-effective solution because of the low investment and minimal 
auxiliary costs.

Installation in floors

136 W / m2

Electrical floor heating for tiles and natural stone

Schlüter®-DITRA-HEAT-E is installed in 
floors with a fixed installation spacing of  
3 studs. This results in a heat dissipation of 
136 Watt / m². If the box-sets don’t fit the 
desired project dimensions, they can be 
supplemented with membranes supplied in 
mats or rolls and with heating cables in the 
required length. As an alternative, you can 
also individually configure a project from the 
start.
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Warmth from the wall
Schlüter®-DITRA-HEAT-E is an innovative solution for the electrical heating of ceramic tile and natural stone wall coverings. The installation 
of the Schlüter®-DITRA-HEAT-E heating cables in the uncoupling mat creates targeted comfort zones in the wall that radiate gentle heat. The 
system thermostats flexibly manage the temperatures and heating times for maximum energy efficiency.

Bulky and unsightly radiators have been relegated to the past, today cosy bathroom heat 
comes from integration in the wall. Elegant coverings heat the towel rack with precision or 
protect the wall surfaces of showers that adjoin walls, and which aid drying, helping. In small 
bathrooms, Schlüter®-DITRA-HEAT-E can also be used as the sole room heating system. In 
this case, it serves as a full-scale wall heating system.

Wall heating also greatly enhances the healthy, pleasant room climate of living, dining, and 
working spaces.

Installation on the wall

200 W / m2 136 W / m2

In wall areas, Schlüter®-DITRA-HEAT-E can 
either be installed with a spacing of 2 or 3 
studs to achieve heat dissipation of 200 or 
136 Watt / m². If the box-sets don’t fit the 
desired project dimensions, then simply 
configure the individual components to the 
size of area you need to uncouple and heat.

Targeted heating of wall surfaces
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Schlüter®-DITRA-HEAT-E-DUO
Schlüter®-DITRA-HEAT-E-DUO further optimises the proven electrical floor heating system. The integration of a reinforced, 2 mm fleece 
fabric on the underside of the membrane drastically reduces heat radiation into the substrate. The thermal barrier on the membrane’s under-
side enables a significantly faster heat-up response in the covering without any change in the low energy supply. At the same time, it provides 
considerable impact sound insulation.

The new Schlüter®-DITRA-HEAT-DUO membrane is the ideal solution whenever heat is needed 
quickly and in a short time. To give an example, a residential bathroom that is only used in the morn-
ing and evening for 1-2 hours needs a particularly responsive system with high efficiency. Warmth is 
required on demand in defined comfort zones, for instance in front of vanity and sink units.

A special 2 mm fleece fabric, forming the thermal break of the Schlüter®-DITRA-HEAT-E-
DUO system, transfers the bulk of the heat (over 80%) directly to the floor covering during 
the heat-up phase, which makes the heating much faster and more energy-efficient.

The thermal break in the form of an integrated fleece fabric of the Schlüter®-DITRA-HEAT-DUO 
mat is installed in the same step, and offers impact sound reduction along with the proven func-
tions of the DITRA technology such as uncoupling, crack bridging, load distribution, vapour pres-
sure equalization and waterproofing (official approval pending). Because of its excellent bond 
strength, Schlüter®-DITRA-HEAT-DUO is also suited for wall installation.

Fast heat-up response - reduced impact sound

One membrane - two functions

Thermal Break Impact Sound Reduction
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Schlüter®-DITRA-HEAT-DUO with its inte-
grated thermal break ensures that the heat 
from the heating cables doesn’t get lost into 
the screed below, but is transferred directly 
to the floor covering above.

This makes Schlüter®-DITRA-HEAT-E-DUO 
even more responsive than conventional 
systems with higher heating power.

This efficiency increase and the associat-
ed energy savings are immediately evident. 
Conventional systems radiate some 50% of 
their heat into the cold screed, which then 
returns the heat in an uncontrolled manner 
with a time delay.
 
In contrast, Schlüter®-DITRA-HEAT-E-DUO 
radiates approx. 80% of the heat into the 
covering, with only approx. 20% going to the 
screed. For instance with 136 Watt / m², upto  
110 Watt / m² would be felt through the tile 
and stone covering.

Since the fleece also blocks the upward 
heat transfer from the substrate, the system 
is less suitable for use in screed based heat-
ing systems such as ceramic thermal-com-
fort floor Schlüter®-BEKOTEC-THERM.

Heat-up time in minutes
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    Schlüter®-DITRA-HEAT-E (136 Watt)
    Conventional heating membrane (200 Watt)

Fast heat in the right place at the right time

Heat-up test*

Heat-up response in the starting phase*

•  Schlüter®-DITRA-HEAT-E-DUO  
(136 Watt)

*performed on unheated screed assembly in each case

68 Watt

68 Watt

Schlüter®-DITRA-HEAT-E Schlüter®-DITRA-HEAT-E-DUO
With thermal break

110 Watt

26 Watt

Schlüter®-DITRA-HEAT-E Schlüter®-DITRA-HEAT-E-DUO

What is the best use of each system?
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On conventional floor heating system •
On ceramic thermal comfort floor •
On wooden structure • •
On unheated screed •
On load-bearing old covering (unheated) •



Advantages of Schlüter®-DITRA-HEAT-E:

Pleasant room climate suitable for allergy sufferers
Rooms are heated with gentle radiated heat and maintain their natural air humidity so that no 
allergens are stirred up. This creates a pleasant, healthy room environment.

Full-scale heating system 
Suitable as a full-scale heating system in conjunction with a matching thermostat

Precise control
With a choice of smart, digital and analogue thermostats, preferred temperatures can easily 
and precisely be set in every room. Smart control is available with the free Schlüter®-HEAT-
CONTROL app for Android and Apple iOS devices.

Cost efficient 
System savings are calculated based on the expense of purchase, installation, maintenance 
and operation. Schlüter®-DITRA-HEAT-E-DUO reacts faster during the heat-up phase saving 
time and money by pushing 80% of the heat to the surface.

Durable and maintenance-free
Absence of wear and tear makes the system virtually maintenance-free with a long life  
expectancy.

Easy to retrofit
Quick and easy to install, low assembly height ideal for refurbishment. (uncoupling mat incl. 
heating cable from 5.5 mm)

Simple to install
The heating wires are installed in the uncoupling mat, with tiles adhered in the  
adhesive directly above them. There is no need to trowel over unheated areas as in the case 
of conventional heating mats.
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Safe to install 
The separately available cable tester Schlüter®-DITRA-HEAT-CT monitors the resistance of 
heating cables during the entire installation phase. An acoustic signal alerts the installer in the 
event of damage.

Fast heat-up response
The electrical heating wires warm up ceramic tile and natural stone coverings much faster 
than, for instance, water-fed heating systems. Schlüter®-DITRA-HEAT-E-DUO in particular 
brings the floor covering to the desired temperature within a short time.

Prevents mould growth
Heating and fast drying of walls in shower areas helps prevent mould growth.

Invisible
Beautiful design with ceramic tiles or elegant natural stone instead of unsightly and bulky 
heaters.

Certified system components
Schlüter®-DITRA-HEAT/-DITRA-HEAT-DUO uncoupling and bonded waterproofing and the 
VDE-certified heating cable Schlüter®-DITRA-HEAT-E-HK. The use of Schlüter®-DITRA-HEAT in 
conjunction with heating cables for floor and wall heating is only approved for interior areas.

Ideal for use in combination with the ceramic 
thermal comfort floor 
Whether in the bathroom, living room or office: The system components of Schlüter®-DITRA-
HEAT-E are an ideal supplement to the floor heating system Schlüter® BEKOTEC-THERM. 
Big benefit: It is not just EASY to install, but also heats up QUICKLY.

Convenient complete sets
Schlüter-Systems offers convenient sets for common room configurations that include all 
necessary system components.

REG.-No. 8883

Schlüter®-DITRA-HEAT-E Installation

Die Vorteile von Schlüter®-DITRA-HEAT-E:

Angenehmes Raumklima 

durch milde Strahlungswärme und Beibehaltung 
der natürlichen Luftfeuchtigkeit eines Raumes.

Genau steuerbar
Die Wohlfühltemperatur lässt sich dank digitaler 
Fußbodentemperaturregler in jedem Raum kom-
fortabel und zeitgenau einstellen. Mit der neuen 
Reglergeneration von Schlüter®-DITRA-HEAT ist 
auch die Steuerung der Raumtemperatur möglich.

Kostengünstig 
in Anschaffung, Installation, Wartung und Betrieb.

Langlebig und wartungsfrei
Es tritt kein Verschleiß auf, das System ist praktisch  
wartungsfrei. Und verfügt daher über eine lange 
Nutzungsdauer.

Bequemes Nachrüsten
Einfach und schnell zu installieren. Geringe 
Aufbauhöhe (Entkopplungsmatte inkl. Heizkabel ab 
5,5 mm).

Einfach zu verlegen
Ein aufwändiges Abspachteln der nicht beheizten 
Flächen wie bei Heizmatten ist nicht erforderlich.

Praktische Komplett-Sets
Für die gängigen Raumsituationen bietet Schlüter-
Systems praktische Sets an, in denen alle 
Systemkomponenten vorkonfektioniert sind.

Für Allergiker geeignet
Der Raum wird durch milde Strahlungswärme auf-
geheizt, sodass keine allergieauslösenden Stoffe 
aufgewirbelt werden.

Geprüfte Systemkomponenten
Schlüter®-DITRA-HEAT Entkopplung und Verbund-
abdichtung mit abP (allgemeines bauaufsichtli-
ches Prüfzeugnis) und Schlüter®-DITRA-HEAT-
E-HK VDE geprüftes Heizkabel. Der Einsatz 
von Schlüter®-DITRA-HEAT in Verbindung mit 
Heizkabeln als Boden-/Wandtemperierung ist nur 
für den Innenbereich zulässig.

Verlegebeispiele

Schlüter®-DITRA-HEAT-E-S2
8 m² entkoppelte Bodenfläche, 5,5 m² beheizte Fläche  
vor dem Waschtisch, der Badewanne und der Toilette.

Schlüter®-DITRA-HEAT-E-S1
5 m² entkoppelte Bodenfläche, 3,8 m² beheizte Fläche  
vor dem Waschtisch und der Toilette.

Schlüter®-DITRA-HEAT-E-WS1
3,2 m² entkoppelte Wandfläche, 
2,6 m2 beheizte Fläche.

Gästebad 2 x 2,5 m

Badezimmer 2 x 4 m

Badezimmer

Schlüter®-DITRA-HEAT-E

Wandflächen gezielt temperieren

Wuchtige Heizkörper waren gestern. Heute kommt die wohlige Wärme im Bad 
aus der Wand. Elegante Fliesenbeläge beheizen – zeitgenau gesteuert – den 
Handtuchhalter. Oder die Wandflächen von Duschen, die an der Außenwand 
liegen und von daher anfällig für Schimmelbildung sind. In kleinen Bädern kann 
Schlüter®-DITRA-HEAT-E auch als einziges System für die Raumtemperierung 
genutzt werden. 
Der Einsatz von Schlüter®-DITRA-HEAT-E beschränkt sich jedoch nicht nur auf 
das Bad. Auch in Wohn-, Ess- oder Arbeitsräumen leistet eine Wandtemperie-
rung ihren Beitrag zu einem gesunden, angenehmen Raumklima.

Anwendungen an der Wand:

•	 Gezielte	Temperierung	von	Zonen	an	der	Wand,	zum	Beispiel	als	
Handtuchtrocknung

•	 Vorbeugende	Temperierung	der	Innenseite	von	Aussenwänden		
zur	Schimmelprävention,	zum	Beispiel	in	Duschbereichen

•	 Schaffung	von	Wohlfühlzonen	in	Ruhebereichen,		
Essecken,	an	Schreibtischen	oder	Sitzgruppen

•	 Als	vollwertiges	Heizsystem	(abhängig	vom	Wärmebedarf)	in		
Verbindung	eines	Reglers	mit	aktiver	Raumtemperatur-Funktion		
(z.B.	DH	ERT	2	/	BW)	

Anders als konventionelle Systeme, die mit vorgeklebten Heizmatten arbeiten, 
werden die Schlüter®-DITRA-HEAT-E Heizkabel in einer Entkopplungsmatte ver-
legt. Das bietet größtmögliche Freiheit bei der Definition der zu temperierenden 
Flächen. Durch die rissüberbrückende Eigenschaft der DITRA-HEAT können 
auch kritische Untergründe wie Holzkonstruktionen, frische Estriche etc. belegt 
werden, ohne dass Schäden am Fliesenbelag oder an den Heizleitungen zu be-
fürchten sind. Und selbstverständlich verhindert die Verwendung der bewährten 
Schlüter®-DITRA Technologie auch Schäden im Belag durch schnellen Tempe-
raturwechsel. Durch die extrem niedrige Aufbauhöhe (Entkopplungsmatte inkl. 
Heizkabel ab 5,5 mm) lässt sich Schlüter®-DITRA-HEAT-E leicht nachrüsten. Es 
ist also ideal für Sanierung und Renovierung. Und noch ein Vorteil: Da die Heiz-
kabel direkt mit Fliesenkleber in die Entkopplungsmatte eingebettet sind, liegen 
sie unmittelbar unter dem Fliesenbelag, sodass die Wärme effizient ankommt.

Wegen der geringen Investitions- und Nebenkosten ist eine elektrische Boden-
temperierung durchaus eine „Preis-werte“ Angelegenheit.

Schlüter®-DITRA-HEAT-E

Elektrische Bodentemperierung für Fliesen 
und Naturstein

Anwendungen am Boden:

•	 Das	Temperieren	von	Fliesenfußböden	in	Wohnzimmer	und	Bad	als	
Ergänzung	zu	einem	vollwertigen	Heizungssystem	(Barfußbereiche)

•	 Gebäude	mit	sehr	geringem	Heizenergiebedarf		
(z.	B.	Passivenergiehäuser)	als	Reserveheizung

•	 das	vorübergehende	Beheizen	von	Gebäuden,	die	nur	gelegentlich	
genutzt	werden,	z.	B.	Wochenendhäuser

•	 Als	vollwertiges	Heizsystem	(abhängig	vom	Wärmebedarf)	in		
Verbindung	eines	Reglers	mit	aktiver	Raumtemperatur-Funktion		
(z.B.	DH	ERT	2	/	BW)	

REG.-Nr. 8670

9

Schlüter®-DITRA-HEAT-E



Schlüter®-DITRA-HEAT
Schlüter®-DITRA-HEAT is a polyethylene 
membrane with a cut-back stud structure 
and an anchoring fleece laminated on the 
underside. It is a universal substrate for tile 
coverings, which serves as an uncoupling, 
bonded waterproofing, and vapour pressure 
equalization layer and is designed for the 
attachment of the matching system heating 
cables for floor and wall areas.

(Product data sheet 6.4)

Schlüter®-DITRA-HEAT-DUO
Schlüter®-DITRA-HEAT-DUO is a poly-
propylene membrane with a cut-back stud 
structure and a special, 2 mm anchoring 
fleece laminated on the underside. It is a 
universal substrate for tile coverings, which 
serves as a bonded waterproofing, uncou-
pling, crack bridging and vapour pressure 
equalisation layer and is designed for the 
attachment of the matching system heating 
cables for floor and wall heating. The special 
anchoring fleece, in addition to reducing im-
pact sound, enables faster heating of floor 
and wall coverings.

(Product data sheet 6.4)

5.5 mm

Schlüter®-DITRA-HEAT-MA

polypropylene sheets

L x B = m² Art.-No.
PL = 
Unit

  0.8 x 1 = 0.8  DH5 MA 100

Schlüter®-DITRA-HEAT

polypropylene rolls

L x B = m² Art.-No.
PL = 
Roll

  12.5 x 1 = 12.5  DH5 12M 6

Schlüter®-DITRA-HEAT-DUO-MA

polypropylene sheets

L x B = m² Art.-No.
PL = 
Unit

  0.8 x 1 = 0.8  DH D 8 MA 100

Schlüter®-DITRA-HEAT-DUO

polypropylene rolls

L x B = m² Art.-No.
PL = 
Roll

  10 x 1 = 10 DH D 810 M 6

5.5 mm
2 mm

Schlüter®-DITRA-HEAT-E-HK
Schlüter®-DITRA-HEAT-E-HK is an elec-
trical heating cable with a unilateral connec-
tion for installation in the uncoupling mat 
Schlüter®-DITRA-HEAT.

(Product data sheet 6.4)

REG.-No. 8883

Heating cable

Note: Heating cables must not be shortened. When selecting the heating cable, please note that the table with the heated space in m² does not 
specify the room size. To determine the heated space, deduct unheated zones such as perimeter areas and storage space from the room size.

Schlüter®-DITRA-HEAT-E-HK

Heating cable

L = m
heated floor or 
wall area in m² 

136 W/m²

heated wall area
in m² 

200 W/m² *
Watt Art.-No. P = Unit

  12.07  1.1 0.7 150 DH E HK  12 10
  17.66  1.6 1.0 225 DH E HK  17 10
  23.77  2.2 1.5 300 DH E HK  23 10
  29.87  2.7 1.8 375 DH E HK  29 10
  35.97  3.3 2.2 450 DH E HK  35 10
  41.56  3.8 2.6 525 DH E HK  41 10
  47.67  4.4 2.9 600 DH E HK  47 10
  53.77  5.0 3.3 675 DH E HK  53 10
  59.87  5.5 3.7 750 DH E HK  59 10
  71.57  6.6 4.4 900 DH E HK  71 10
  83.77  7.7 5.1 1050 DH E HK  83 10
  95.47  8.8 5.9 1200 DH E HK  95 10
  107.67  10.0 6.6 1350 DH E HK 107 10

136.16 12.7 8.4 1700 DH E HK 136 10
164.07 15.0 10.0 2050 DH E HK 164 10
192.27 17.7 11.8 2400 DH E HK 192 10
216.27 20.0 13.2 2700 DH E HK 216 10
244.37 22.7 15.1 3050 DH E HK 244 10

* Permissible in wall areas only!
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Schlüter®-DITRA-HEAT-E-R
 Schlüter®-DITRA-HEAT-E-R  is a thermo-
stat with a 2" (5.1 cm) touchscreen display 
for the time-controlled electrical heating 
of floor and wall coverings with Schlüter®- 
DITRA-HEAT-E. The device can either be 
used exclusively to regulate the covering 
temperature or to regulate the overall room 
temperature. A spare sensor is included in 
the scope of supply.

(Product data sheet 6.4)

Schlüter®-DITRA-HEAT-E-R-WIFI
 Schlüter®-DITRA-HEAT-E-R-WIFI  is a 
smart thermostat for full control of the elec-
trical heating of floor and wall coverings with 
Schlüter®-DITRA-HEAT-E. It can be operat-
ed via the 2" (5,1 cm) touchscreen display or 
remotely using a smartphone or tablet with 
the dedicated Schlüter®-HEAT-CONTROL  
app. The smart thermostat can either be 
used exclusively to set the covering temper-
ature or for temperature control with room 

Schlüter®-DITRA-HEAT-E-R

digital touchscreen thermostat (230 V)
with two remote sensors

Art.-No.
P = 
Set

 DH E RT 2 / BW 10

Schlüter®-DITRA-HEAT-E-R-WIFI

smart Wi-Fi touchscreen thermostat (230V)
with two remote sensors

Art.-No.
P = 
Set

DH E RT 5 / BW 10

air adjustment. A spare sensor
is included in the scope of supply.

(Product data sheet 6.4)

Schlüter®-DITRA-HEAT-E-R4
 Schlüter®-DITRA-HEAT-E-R4 is an 
analog thermostat for the electrical temper-
ature control of wall and floor coverings with 
Schlüter®-DITRA-HEAT-E. The user-friendly  
thermostat has an on/off switch and a dial 
for adjusting the temperature setpoint. A 
spare sensor is included in the scope of 
supply.

(Product data sheet 6.4)

Schlüter®-DITRA-HEAT-E-R4

thermostat (230 V) 
on/off switch with two remote sensors 

Art.-No.
P = 
Set

 DH E RT 4 / BW 10

Note: If the remote sensor is installed di-
rectly in the uncoupling mat Schlüter®- 
DITRA-HEAT, the supplied spare sensor 
must be installed in the mat as well.

Note: If the remote sensor is installed di-
rectly in the uncoupling mat Schlüter®- 
DITRA-HEAT, the supplied spare sensor 
must be installed in the mat as well.

Wi-Fi

Schlüter®-DITRA-HEAT-E-CT
 Schlüter®-DITRA-HEAT-E-CT is a cable 
tester to check the resistance of the elec-
trical heating cables Schlüter®-DITRA-HEAT-
E-HK and the remote sensors included with 
Schlüter®-DITRA-HEAT-E thermostats.

(Product data sheet 6.4)

Schlüter®-DITRA-HEAT-E-CT

cable tester

Art.-No.
KV = 
Set

 DH E CT 10

Schlüter®-DITRA-HEAT-E-R3
 Schlüter®-DITRA-HEAT-E-R3  is a ther-
mostat with a 3.5" (8.9 cm) touchscreen dis-
play for the time-controlled electrical heating 
of floor and wall coverings with Schlüter®-
DITRA-HEAT-E. The device can either be 
used exclusively to regulate the covering 
temperature or to regulate the overall room 
temperature. A spare sensor is included in 
the scope of supply. 

(Product data sheet 6.4)

Schlüter®-DITRA-HEAT-E-R3

touchscreen thermostat (230 V) with two  
remote sensors 

Art.-No.
P = 
Set

 DH E RT 3 / BW 10

 
Note: If the remote sensor is installed di-
rectly in the uncoupling mat Schlüter®- 
DITRA-HEAT, the supplied spare sensor 
must be installed in the mat as well.
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Schlüter®-DITRA-HEAT-E-S1
Schlüter®-DITRA-HEAT-E-S1 includes:
3y 7 x Schlüter®-DITRA-HEAT-MA 
uncoupling membranes for a base area of 
5,6 m²
3y 1 x heating cables Schlüter®-DITRA-
HEAT-E-HK for a heated area of 3,8 m² 
3y 1 x Schlüter®-DITRA-HEAT-E-R  
thermostat
3y 2 junction boxes
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-S2
Schlüter®-DITRA-HEAT-E-S2 includes: 
3y 10 x Schlüter®-DITRA-HEAT-MA  
uncoupling membranes for a base area of 
8,0 m²
3y 1 x heating cables Schlüter®-DITRA-
HEAT-E-HK for a base area of 5,5 m² 
3y 1 x Schlüter®-DITRA-HEAT-E-R  
thermostat
3y 2 junction boxes
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-S3
Schlüter®-DITRA-HEAT-E-S3 includes: 
3y 4 x Schlüter®-DITRA-HEAT-MA  
uncoupling membranes for a base area of 
3,2 m²
3y 1 x heating cables Schlüter®-DITRA-
HEAT-E-HK for a heated area of 2,2 m² 
3y 1 x Schlüter®-DITRA-HEAT-E-R  
thermostat
3y 2 junction boxes
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E Complete sets
Convenient complete sets for the electrical temperature control of floor and wall coverings are available for common room dimensions. 
They consist of the following components:
3y Schlüter®-DITRA-HEAT-MA uncoupling mat
3y Schlüter®-DITRA-HEAT-E-HK heating cable
3y  Schlüter®-DITRA-HEAT-E-R thermostat

The sets include all required materials for installing your floor heating system in a convenient package.
All you have to purchase is tile or stone, adhesive and grout.

Schlüter®-DITRA-HEAT-E-S1/S2/S3 

complete floor and wall system 

uncoupled  
area in m²

heated area in m2  
136 W/m2* 

Art.-No. P = Set

  5.6  3.8 DH S1 4
  8.0  5.5 DH S2 4
  3.2  2.2 DH S3 9

Sets for floor and wall surfaces:

*Installation around every third stud

+

+
=
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Schlüter®-DITRA-HEAT-E-WS1
Schlüter®-DITRA-HEAT-E-WS1 includes:
3y 4 x Schlüter®-DITRA-HEAT-MA uncoupling 
membranes for a base area of 3.2 m²
3y 1 x heating cables Schlüter®-DITRA-HEAT-
E-HK for a heated area of 2.6 m²
3y 1 x Schlüter®-DITRA-HEAT-E-R thermostat
3y 2 junction boxes
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-WS2
Schlüter®-DITRA-HEAT-E-WS2 includes: 
3y 3 x Schlüter®-DITRA-HEAT-MA uncoupling 
membranes for a base area of 2.4 m²
3y 1 x heating cables Schlüter®-DITRA- 
HEAT-E-HK for a heated area of 1.8 m² 
3y 1 x Schlüter®-DITRA-HEAT-E-R thermostat
3y 2 junction boxes
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-WS1/WS2

complete wall installation system

uncoupled area
in m²

heated wall area in m2  
200 W/m2* 

Art.-No. P = Set

3.2 2.6 DH WS1 9
2.4 1.8 DH WS2 9

Wall installation sets:

+

+
=

   

*Installation around every second stud
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Schlüter®-DITRA-HEAT-E-DUO-S are complete sets for the electrical temperature control of floor and wall coverings. 
They comprise the following components:
3y Schlüter®-DITRA-HEAT-DUO-MA uncoupling mats 
3y Schlüter®-DITRA-HEAT-E-HK heating cable 
3y  Schlüter®-DITRA-HEAT-E-R touchscreen thermostat 

Thanks to the special anchoring fleece, the uncoupling mat not only reduces impact sound, but also accelerates the heat-up response. If need-
ed, the uncoupled area can be extended with additional Schlüter®-DITRA-HEAT-DUO mats.

Schlüter®-DITRA-HEAT-E-DUO-S1
Schlüter®-DITRA-HEAT-E-DUO-S1 includes:
3y 2 Schlüter® -DITRA-HEAT-DUO-MA un-
coupling mats for a base area of 1.6 m² 
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 1.1 m2 
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S4
Schlüter®-DITRA-HEAT-E-DUO-S4 includes:
3y 5 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 4.0 m² 
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 2.7 m2 
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S2
Schlüter®-DITRA-HEAT-E-DUO-S2 includes:
3y 3 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 2.4 m² 
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 1.6 m2 
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S5
Schlüter®-DITRA-HEAT-E-DUO-S5 includes:
3y 6 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 4.8 m² 
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 3.3 m²
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S3
Schlüter®-DITRA-HEAT-E-DUO-S3 includes:
3y 4 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 3.2 m² 
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 2.2 m2 
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S6 
Schlüter®-DITRA-HEAT-E-DUO-S6 includes:

3y 7 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 5.6 m² 
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 3.8 m²
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO Sets for floor and wall surfaces
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Schlüter®-DITRA-HEAT-E-DUO-S

complete floor and wall system 

uncoupled area in m2 
heated area in m2 

136 W/m2* 
Art.-No. P = Set

1.6 1.1 DHD S1 9
2.4 1.6 DHD S2 9
3.2 2.2 DHD S3 9
 4.0 2.7 DHD S4 8
4.8 3.3 DHD S5 8
5.6 3.8 DHD S6 5
6.4 4.4 DHD S7 5
7.2 5.0 DHD S8 4
8.0 5.5 DHD S9 4

Schlüter®-DITRA-HEAT-E-DUO-S

complete wall system 

uncoupled area in m2 
heated wall area in m2 

200 W/m2* 
Art.-No. P = Set

3.2 2.6 DHD S10 9
2.4 1.8 DHD S11 9

Schlüter®-DITRA-HEAT-E-DUO-S7
Schlüter®-DITRA-HEAT-E-DUO-S7 includes:
3y 8 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 6.4 m²
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 4.4 m2

3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S10
Schlüter®-DITRA-HEAT-E-DUO-S10 includes:
3y 4 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 3.2 m²
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 2.6 m²
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S8
Schlüter®-DITRA-HEAT-E-DUO-S8 includes:
3y 9 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 7.2 m²
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 5.0 m²
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S11
Schlüter®-DITRA-HEAT-E-DUO-S11 includes:
3y 3 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 2.4 m²
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area 1.8 m²
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

Schlüter®-DITRA-HEAT-E-DUO-S9
Schlüter®-DITRA-HEAT-E-DUO-S9 includes:
3y 10 Schlüter®-DITRA-HEAT-DUO-MA 
uncoupling mats for a base area of 8.0 m²
3y Heating cable Schlüter®-DITRA-HEAT-E-
HK for heating an area of 5.5 m²
3y 1 Schlüter®-DITRA-HEAT-E-R 
touchscreen thermostat 
3y 2 junction boxes 
3y 3 metres of conduit

*Installation around every second stud

*Installation around every third stud
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Your retail store:

Schlüter-Systems KG · Schmölestraße 7 · D-58640 Iserlohn
Tel.: +49 2371 971-261 · Fax: +49 2371 971-112 · info@schlueter.de · www.schlueter-systems.com

Schlüter-Systems Ltd · Units 3-5 Bardon 22 Industrial Estate · Beveridge Lane · Coalville · Leicestershire · LE67 1TE
Tel.: +44 1530 813396 · Fax: +44 1530 813376 · sales@schluter.co.uk · www.schluter.co.uk

Would you like to learn more  
about Schlüter®-DITRA-HEAT-E ?
Talk to your retailer or visit our website at www.ditraheat.co.uk for further information. 
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